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RF CONDITIONING
CHECKLIST FOR DUV-FEL LINAC OPERATION

BUILDING 729
Date Time
Security System
Gun Hutch Secured
Laser Secured

Linac/Transport Line Searched and Secured
Kirk Keys— Linac Enable

Linac Turn-on
Security System Green Light
Area Radiation Monitors Active 1 2 3
Linac Computer Control System on Line Loggedin as
Radiation Monitor (radMon.adl) window open and visible
Vacuum System Interlock
Cooling Water Flow Interlock
Linac Water Temperature
Gun Water Temperature
In-line valves CLOSED OPEN
Modulators A, B, C, E; AC and Aux. Power On
Klystron/Thyratron Filament Timeout
Modulator Arc dectector chassis in Operations Mode (unless troubleshooting)

Klystron Focus Solenoid Currents A B C
Steering Magnets, Quadrupoles, Dipoles, Chicane Power suppliesOn St Q D CH
Linac Repetition Rate Hz

Save/Restore File Name L oaded

Linac Turn-off

Linac Pulse Off

Save File (if applicable) File Name
Magnets, Focus Solenoid Power Supplies Off
Modulator AC Off

For Controlled Shut-down, Security is Broken at This Point (if required)

Klystron Filaments to 2/3 Operating Voltage (for overnight or longer shut-down only)

Comments on Unusual Operating Conditions or Events

Signed Date
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